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MOUNT SIDE TEMPERATURE

ADVISE

DOOR PANEL MATERIAL:
B - WHITE STUCCO

[] - FIBERGLASS

OPTIONS

[] - 304 #4 STAINLESS STEEL

DOOR PANEL TYPE:
B FREEZER - 4" THICK

EXTERIOR DOOR HANDLE TYPE:
B CHROME

FLOOR ROLLER SYSTEM:
B ZINC

FACE FRAME CONSTRUCTION:
B ALUMINUM W/POLYPROPYLENE COVERS

HEADER MATERIAL:
B ALUMINUM/ZINC/GALVANIZED

OPERATOR TYPE:
I ASI/DC DRIVE CONTROLS

VOLTAGE:

[0 - 115V 19 60HZ []- 230V 19 60HZ

[ - 460v 3¢ 60HZ ADVISE

MIRROR HEADER:

PHOTO EYE: STANDARD (24B0867F1/F2)

INCOMING POWER B - NONE B - 1 SET (SEND & RECEIVE) REMOTE MOUNT
D LG ONNECT INSIDE_TRIM:
— B - NONE
f‘] &= JAMB_CAPPING:
e 1 - B - NONE
K_/+ : ! KICKPLATE: LED LIGHT BAR WARNING SYSTEM:
| | v H ACTIVATION DEVICE WIRING B - NONE — INSIDE B - NONE
I I POWER & CONTACTS
| | BY OTHERS Il - NONE - OUTSIDE
I I ACTIVATION DEVICES
! ! R POWER (X045) ()  Single Button Station, Unheated, Loose (24B029F1)
| I (GFCI REQUIRED — BY ASI) (X048) () Single Button Station, Heated, Loose (24B029F2)
&) I I (X047) () 3—Button Station, Open/Close/E—Stop, Loose (24A001)
— | | = (X100) () Pull Cord, Unheated, Loose (24C507F1)
) I I & REMOTE (x101) () Pull Cord, Heated, Loose (24C507F2)
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ZINC |
BOTTOM 4" —— | A = WIC | — 4"
ROLLERS
APPLICATION DATA ADVISE JAMB DEPTH DETAIL STANDARD FRAME DETAIL FrkakiaIrk ADVISE *****¥xkx
WASHDOWN ENVIRONMENT: YESCJ 0R N0 [ DOOR DIMENSIONS * DOOR TAG:
' N * OPERATOR LOCATION: RIGHT HAND (SHOWN), LEFT IS OPPOSITE
y —a” * VOLTAGE: 115V OR 230V 1¢
NOTE: MOUNTING HARDWARE BY OTHERS BUILD WIC A 8 -0 CAPPINGN N\ WALL * APPLICATION DATA: WASHDOWN ENVIRONMENT — YES OR NO?
HEAT SYSTEM AMP DRAW BUILD HIC B 10°-0" * MOUNT SIDE TEMP: .
AMPS @ 115V A/2 + 13 1/2” C 51 1/2 //// * OPPOSITE SIDE TEMP:
NOTE: 115V HEAT POWER BY OTHERS (GFCI REQUIRED) 2N + 27” D 18’_3”
MOTOR/CONTROL SYSTEM AMP_DRAW - \ | APPROVAL DRAWING
VOLT//FHASE RECOMMENDED SERVICE B + 117 E 10°=11" /\
460/3 2.8 AMPS N
5848 North 95th Court
o TS o _‘ 4” }‘ f Milwaukee, Wl 53235
NOTE: 230 VAC CONTROLS ARE SET TO WORK WITH -—33 - @@@Rg 1-800—-558—7068
EITHER SINGLE PHASE OR 3 PHASE POWER INPUT. ~ www.asidoors.com
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